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Pavement Database: NetworkID: Sand Point
Branch ID Section ID Last  Surface Use Rank | Lanes| True Area Ins:;zzzion Ap?te PCI
Const. (SqFt) Date Inspection
Date
100 (Taxiway A) 100-02 09/01/1993 AC TAXIWAY P 0 30,400.00 07/30/1999 6 82.00
200 (Taxiway B) 200-01 09/01/1993 AC TAXIWAY P 0 25,700.00 07/30/1999 6 69.00
300 (T/W "C", Apron Taxilane) 300-01 09/01/1993 AC TAXIWAY P 0 105,975.00 07/30/1999 6 90.00
4100 (Apron) 4100-01 09/01/1993 AC APRON P 0 436,320.01 07/30/1999 6 87.00
4100 (Apron) 4100-02  09/01/1993 AC APRON P 0 17,175.00 07/30/1999 6 37.00
6100 (Runway 13 - 31) 6100-01 09/01/1993 AC RUNWAY P 0 200,000.01 07/30/1999 6 89.00
6100 (Runway 13 - 31) 6100-02  09/01/1993 AC RUNWAY P 0 600,000.02 07/30/1999 6 64.00
6100 (Runway 13 - 31) 6100-03 09/01/1993 AC RUNWAY P 0 200,000.01 07/30/1999 6 85.00
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Arithmetic PCI Weighted
Average Standard Average
Average Total Number PCI Deviation PCI
Age Age At Area of
Category | |pspection (SqFt) Sections
06-10 6.00 1,615,570.04 8 75.38 17.01 77.74
All 6.00 1,615,570.04 8 75.38 17.01 77.74




